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Abbreviations

IBC

INCL
INS
INT
INV

IWH

ic
JBOX
JST
T

KC
KIT

AIR CONDITIONING
ANCHOR BOLT, AIR BARRIER
AIR BARRIER MEMBRANE
ABOVE

ACOUSTIC

ACOUSTICAL CEILING TILE
AMERICANS WITH DISABILITIES ACT
ADJUSTABLE, ADJACENT
ABOVE FINISHED FLOOR
ABOVE FINISHED GRADE
ABOVE FINISHED SLAB
AGGREGATE

AIR HANDLING UNIT
ALTERNATE

ALUMINUM

AMOUNT

ACCESS PANEL

APPROVED

ARCHITECTURAL

ASPHALT, ASPHALTIC

AUDIO VISUAL

AIR + VAPOR BARRIER MEMBRANE
AVERAGE

AT

BASEMENT, BASE
BULLETIN BOARD
BOARD
BETWEEN
BEVELED
BITUMINOUS
BUILDING
BLOCKING
BENCH MARK, BEAM
BOTTOM
BEARING

BRICK

COURSE

CABINET

CAPACITY

CHALK BOARD, CATCH BASIN, CNR BEAD
CEMENTITIOUS BACKER BOARD
CERAMIC

CEMENT

CHAMFER

CAST IRON

CONTROL JOINT

CENTER LINE

CLADDING

CEILING

CLOSET

CLEAR

CONSTRUCTION MANAGEMENT
COLD FORMED METAL FRAMING
CERAMIC MOSAIC TILE
CONCRETE MASONRY UNIT
CORNER

COUNTER

COLUMN

COMPRESSIBLE

CONCRETE

CONSTRUCTION

CONTINUOUS

COORDINATE

CAST IN PLACE

CARPET

CERAMIC TILE

COUNTERSUNK

CENTER

COPPER, CUBIC

CABINET UNIT HEATER

DRYER

DOUBLE

DRINKING FOUNTAIN
DOUBLE HUNG
DIAMETER

DIMENSION
DISPENSER, DISPOSAL
DAMPPROOF MEMBRANE
DRAWER

DOWNSPOUT

DETAIL

DISHWASHER
DRAWING

EACH
EXTERIOR INS + FINISH SYSTEM
ELEVATION

ELECTRICAL

ELEVATOR, ELEVATION

ETHYLENE PROPYLENE DIENE MONOMER
EQUAL

EQUALLY SPACED

EXPANDED POLYSTYRENE INS BOARD
EACH WAY

ELECTRIC WATER COOLER

EXISTING

EXHAUST

EXPANSION, EXPOSED

EXTERIOR

FIRE ALARM

FASCIA

FIRE CODE

FURRING CHANNEL
FLOOR DRAIN
FOUNDATION

FIRE EXTINGUISHER
FINISH FLOOR ELEVATION
FIBERGLASS

FLAT HEAD, FIRE HOSE
FINISH, FINISHED
FIXTURE

FLUSH

FOLDING

FLOOR

FLASHING

FLUORESCENT

FACE OF FINISH

FACE OF MASONRY

FACE OF STUD OR SLAB
FACE OF WALL
FIREPROOF, FIREPROOFING
FIRE RATED, FIRE RESISTANT, FRAME
FRAMING

FLOCKED RESILIENT TILE
FLEXIBLE SHEET ROOFING
FOOTING

FURRING

FURNISH, FURNITURE
FABRIC WALL COVERING

GAUGE

GALVANIZED

GRAB BAR

GENERAL CONTRACTOR

GUARD RAIL

GLASS FIBER REINFORCED CONCRETE
GLASS FIBER REINFORCED GYPSUM
GLASS FIBER REINFORCED PLASTIC
GLASS

GYPSUM SHEATHING BOARD
GROUT

GYPSUM WALL BOARD

GYPSUM

GYPSUM BOARD

GYPSUM PLASTER

HOSE BIBB

HANDICAPPED, HOLLOW CORE
HEAD

HARDBOARD

HEADER

HARDWARE

HARDWOOD

HANGER

HOLLOW METAL

HANDRAIL

HORIZONTAL

HIGH POINT

HIGH PRESSURE DECORATIVE LAMINATE
HOUR

HOUSEKEEPING

HEIGHT

HEATING

HOT WATER

INTERNATIONAL BUILDING CODE
INSIDE DIAMETER

INCLUSIVE

INSULATION

INTERIOR

INVERT

INSIDE

INSTANTANEOUS WATER HEATER

JANITORS CLOSET
JUNCTION BOX
JOIST

JOINT

KILN DRIED, KNOCKED DOWN
KITCHEN

ANGLE
LAMINATED
LAVATORY
LUMBER

LF
LH
LIB
LIN
LINO
LKR
LL
LLH
LLv

NAT
NIC
NFPA

NOM
NTS

PLAS
PLYWD
PNL
POLY
POLYISO
PPB
PREFIN
PT

PTD

QT

R
RB

LINEAR FEET

LEFT HAND

LIBRARY

LINEAR

LINOLEUM

LOCKER

LEAD LINED

LONG LEG HORIZONTAL
LONG LEG VERTICAL

LOW POINT

LOW PRESSURE LAMINATE
LIVING ROOM

LIGHT

LIGHTING

LIGHT WEIGHT CONCRETE
LIGHT WEIGHT INS CONCRETE

MACHINE

MASONRY

MATERIAL

MAXIMUM

MACHINE BOLT

MEDIUM DENSITY FIBERBOARD
MEDIUM DENSITY OVERLAY
MECHANICAL

MEDIUM, MEDICAL
MINERAL FIBER
MANUFACTURER

MFR'S RECOMMENDATION
MAN HOLE

MINIMUM

MIRROR

MISCELLANEOUS

METAL LATH

MOLDING

MILLWORK

MASONRY OPENING
MOISTURE RESISTENT
MACHINE SCREW
MOUNTED, MOUNTING
METAL

MICROWAVE

NATURAL

NOT IN CONTRACT

NATL FIRE PROTECTION ASSN
NUMBER

NOMINAL

NOT TO SCALE

OVERALL

ON CENTER

OUTSIDE DIAMETER
OWNER FURNISHED /
CONTRACTOR INSTALLED
OVERHEAD

OPENING

OPPOSITE

OPERABLE

OUTSIDE

PARALLEL, PARAPET

PARTIAL

PARTITION

PARTICLE BOARD

PRECAST CONCRETE
PERFORATED

PERIMETER

PERPENDICULAR

PHILLIPS HEAD SCREW

PLATE, PROPERTY LINE

PLASTIC LAMINATE

PLASTIC, PLASTER

PLYWOOD

PANEL

POLYETHYLENE, POLYURETHANE
POLYISOCYANURATE INS BOARD
PREFINISHED PARTICLE BOARD
PREFINISHED

PAINT, PRESSURE TREATED
PAINTED

QUARRY TILE

RADIUS, RISER

RUBBER BASE

RUBBER

RADIATOR

RESILIENT CHANNEL
ROOF DRAIN

RECESSED

RECEPTACLE

REFERENCE
REFRIGERATOR
REINFORCE, REINFORCING
REPAIR

REPLACE

REQUIRED

RESILIENT

RESINOUS FLOORING SYSTEM
RIGHT HAND

RAIN LEADER

ROOM

ROUGH OPENING

SUSPENDED ACOUSTICAL TILE
SOLID CORE

SMOKE DETECTOR

SECTION

SQUARE FEET

SHELF

SHOWER

SHOWER DRAIN

SHEET

SHEATHING

SHEET VINYL

SIMILAR

SCORED JOINT

SKYLIGHT

SPRAYED CELLULOSIC FIBER
SPECIFICATIONS

SPRAYED FIREPROOFING
SPRINKLER

SPRAYED POLYURETHANE FOAM
SQUARE

SOLID SURFACING
STAINLESS STEEL
STANDARD

STEEL

STORAGE

STRUCTURE, STRUCTURAL
SUPPORT

SUSPENDED

SYMMETRICAL

TREAD

THROUGH BOLT, TOWEL BAR
TEMPERED

TERRAZZO

THERMALLY FUSED MELAMINE
THICK

THRESHOLD

THROUGH

TACKBOARD

TOP OF BEAM

TOP OF CONCRETE

TOP OF STEEL

TOP OF WALL

TOILET PAPER

TACK RAIL

THERMOSTAT

TYPICAL

TOP AND BOTTOM

TONGUE AND GROOVE

TIN ZINC COATED COPPER

UNDERCUT

UNLESS OTHERWISE NOTED
UNINTERRUPTIBLE POWER SUPPLY
URINAL

VINYL, VENT

VINYL COMPOSITION TILE
VERTICAL, VERTICALLY
VESTIBULE

VERIFY IN FIELD

VENEER

VENEER PLASTER

VAPOR RETARDER

VINYL WALL COVERING
VINYL WALL FABRIC

WASHING MACHINE, WIDE
WHITE BOARD

WATER CLOSET

WOOD

WINDOW

WATER HEATER

WIRE MESH
WATERPROOFING
WATERPROOF MEMBRANE
WALL PROTECTION OVERLAY
WOOD SCREW, WEATHERSTRIP
WAINSCOT

WELDED WIRED MESH

WITH

WITHOUT

EXTRUDED POLYSTYRENE INS BD
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UNDISTURBED EARTH

COMPACTED FILL

POROUS FILL

CONCRETE

FACE BRICK

CONCRETE BLOCK CMU

MORTAR / GROUT / DRYWALL

WOOD FRAMING - CONTINUOUS

WOOD BLOCKING OR SHIM

PLYWOOD

PARTICLE BOARD / MDF

FINISH WOOD

BATT OR LOOSE FILL INSULATON

BLOWN INSULATION

RIGID INSULATION

SHEET METAL

GLASS ELEVATION

ACOUSTICAL TILE
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ACOUSTIC PANEL (4 PANELS SHOWN)
REMOVE EXISTING PANEL AND PROVIDE
NEW ACOUSTIC PANEL SHOWN

KEYED NOTES

(1) REMOVE EXISTING WOOD TRIM. REMOVE
EXISTING CANVAS AND ACOUSTIC PANEL.
INSTALL NEW ACOUSTIC PANEL. SHIM AS
REQD AND RE-INSTALL WOOD TRIM. PATCH
AND PAINT AS REQD.

(2) REMOVE AND REINSTALL EXISTING AIR
SUPPLY OR AIR RETURN GRILLE AT EIGHT
(8) CEILING PANELS.

(2) REMOVE AND REINSTALL EXISTING
DOWNLIGHT AT FOUR (4) CEILING PANELS.

PROJECT PHASING NOTES

=5 0 0 O

PHASE 1

1. BEGIN WORK ON JUNE 1, 2021

2. THE COURTROOM SHALL REMAIN IN USE DURING THE DAYTIME.
WORK SHALL BE LIMITED TO NIGHTS AND WEEKENDS. NO
STAGING OR LADDERS SHALL REMAIN IN THE ROOM DURING
NORMAL WORK HOURS.

PHASE 2
1. BEGIN WORK ON OCTOBER 1, 2021 FOLLOWING A NOTICE TO
PROCEED ISSUED BY THE OWNER.

2. THE COURTROOM SHALL BE FULLY UNDER CONTOL OF THE
GENERAL CONTRACTOR.

3. COMPLETE THE WORK WITHIN 30 DAYS OF THE NOTICE TO
PROCEED.
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FACE DIMENSION

EXIST DECORATIVE PLASTER
SOFFIT. DO NOT DAMAGE.
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